










MAST TRAVERSE 

Two diagonally-opposing hydraulic cylinders provide the 

mast traverse function with a direct and smooth hydrau­

lic control. An integrated cushion system dampens the 

final movement of mast retraction to protect both the 

machine stability. and the load on the forks. 

TYRE PROTECTION 

In harsh operating environ­

ments. tyre walls can be­

come susceptible to dam­

age. BAUMANN offers a 

variety of solutions to re­

duce the effect of damage 

and avoidable downtime. 

ADDITIONAL PROTECTION 

VISIBILITY AIDS 

In certain applications. 

BAUMANN can also offer 

protective measures for 

the complete truck and I 

or the load. 

Complete video systems 

provide visibility to the area 

surrounding the truck and 

can be particularly use­

ful when travelling with 

high and long loads on the 

platform. Additional safety equipment. such as re­

verse alarm and warning lights. are also available from 

BAUMANN to suit individual customers· safety require­

ments. 

AUTO-LUBRICATION SYSTEM 

As an option BAUMANN sideloaders can be equipped 

with an auto-lubrication system that increases compo­

nent lifetime. Greasing during the operation - the best 

solution. 
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BAUMANN 'COMFORT STEPS' 

BAUMANN offers. as an 

option. electrically operated 

'comfort steps' for easy 

and safe access to and 

from the drivers cab. Sim­

ply by flicking a switch. the 

ladder can be stowed under the cab whilst machine is 

operated. and extended for mounting I dismounting. 

DIRECT ACCESS 

In dusty environments especially. the maintenance of the 

cooling system is essential. A large service cover at the 

rear of the chassis provides direct access to the radiator. 

which can then be easily cleaned and maintained. 

ATIACHMENTS 

Attachments produced by 

BAUMANN are usually 

mounted integrally. This 

minimises any loss in load 

capacity or usable plat­

form width. For customers 

wishing to interchange between forks and attachments. 

quick release systems are also available. 

ROTATING SEAT 

For optimum operator comfort and safety during the 

loading and unloading process. rotating seats are avail­

able to assist the driver. 





BAUMANN- SIDELOADER APPLICATIONS 

BAUMANN sideloaders are designed to meet the most 

difficult challenges. With the most comprehensive range 

of standard sideloader equipment together with a proven 

ability to 'custom-build' against specific applications. 

BAUMANN can find the right transport solution. 

Customers will find the BAUMANN team will always 

be available with innovative ideas built on years of 

experience offering professional advice and support. 
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BAUMANN SIDELOADERS- MODEL OVERVIEW 

BAUMANN HX 30 - 50 

A low platform height is a key benefit of the 3-5 tonne compact 

machines enabling operators easy access to the cab and. if need­

ed. platform areas. Powerful engines and responsive handling 

are also inherent qualities of this popular range. With all BAU­

MANN products a comprehensive range of options are available 

to complement a generous standard specification. 

Load capacity: 

Engine: 

Transmission: 

Platform height: 

Standard lift height: 

3-5 t 

50 kW 4 cylinder water-cooled diesel 

Rexroth hydrostatic 

830mm 

4.000 mm 

Standard platform widths: 1200 and 1400 mm 

Baumann Advantage: Baumann load stabilising tilt system. high 

residual capacities. proven Baumann mast. 

BAUMANN GX/GS 50- 75 

Stability and strength are the two outstanding characteristics 

of these model ranges. The GX truck incorporates over-dimen­

sioned components and under-deck traction units for the best 

rearward visibility and optimum weight distribution. The GS 

machine. with the engine-mounted above-deck. allows a number 

of engine variations and the ultimate maintenance access. Both. 

GX and GS are equipped with high quality Rexroth transmission 

units and all drive components are perfectly matched with each 

other for optimum performance and reliability. 

Load capacity: 5-7.5 t 

Engine: 63.5- 74.5 kW Perkins Diesel engine 

model 11 04D-E44T 

Transmission: Rexroth hydrostatic 

Platform height: 1 050 mm 

Standard lift height: 4.000 mm 

Standard platform widths: 1200 and 1400 mm 

Baumann Advantage: Baumann load stabilising tilt system. high 

residual capacities. proven Baumann mast. new Comfort cabine 

and hydraulic Load-Sensing-System 

BAUMANN GX/GS 80- 100 

A powerful range for heavy loads in arduous steel or concrete 

applications whereby all machine components are working 

comfortably within their operational limits. Designed for harsh. 

multi-shift operations and yet delivering impressive agility with 

un-surpassed reliability. 

Load capacity: 

Engine: 

Transmission 

Platform height: 

Standard lift height: 

8-10 t 

116.5 kW Perkins Diesel engine 

REXROTH 
1320 mm (8t) 1420 mm (10 t) 

4.000 mm 

Standard platform width: 1400 mm 

Baumann Advantage: Baumann load stabilising tilt system. high 

residual capacities. proven Baumann mast. new Comfort cabine 

and hydraulic Load-Sensing-System 

BAUMANN GX/GS 120 - 450 

BAUMANN has the experience and the pedigree in design and 
construction of sideloaders for very heavy lifting and transport. 

These special machines are purpose-built around customer's 

exact requirements. 

Load capacity: 

Engine: 

Transmission: 

Standard lift height: 

12-45 t 

Perkins and Volvo 

REXROTH hydrostatic and 

CLARK power-shift 

3.500 mm 

Baumann Advantage: Baumann load stabilising tilt system. high 

residual capacities. proven Baumann mast. new Comfort cabine 

and hydraulic Load-Sensing-System 

BAUMANN EHX/EGX 30 - 70 

An envirnonmentally friendly alternative to an i.e engine side­
loader. No exhaust emissions. very low noise with a close 

performance to an engine powered sideloader without the same 

maintenance costs. 

Load capacity: 

Traction: 

Standard tiftheight: 

3-7 t 

2 AC Drive motors with high 

frequency Mosfet controllers 

4.000 mm 

Standard platform widths: 1200 and 1400 mm 

BAUMANN advantage: Baumann tilt system. high residual 

capacities. proven Baumann mast. no emissions and low noise 

BAUMANN FOXX Multi-directional sideloader 

4-wheel configuration offering greater stability and steering 

control. Full multi-directional capability and platform tilt function 

to facilitate loading and safer transport of the load without the 

need of utilising the forks. 

Load capacity: 

Engine: 

Transmission: 

Platform height: 

Standard lift height: 

4t 

50 kW- 4 cylinder Diesel engine 

REXROTH hydrostatic 

520mm 

4.000 mm 

Standard platform widths: 1000 mm. 1200 mm and 1400 mm 

Baumann Advantage: 4 wheel configuration. platform tilt. high 

residual capacities. proven Baumann mast. fingertip hydraulic 
control. 
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